Solís-Oba, Myrna; Teniza-García, Ogilver; Rojas-López, Marlon; Delgado-Macuil, Raúl; Díaz-Reyes, Joel; Ruiz, Rosario

Application of Infrared Spectroscopy to the Monitoring of Lactose and Protein From Whey After Ultra and Nano Filtration Process


Sociedad Química de México
Distrito Federal, México

Available in: http://www.redalyc.org/articulo.oa?id=47521300011
Application of Infrared Spectroscopy to the Monitoring of Lactose and Protein From Whey After Ultra and Nano Filtration Process

Myrna Solís-Oba,* Ogilver Teniza-García,1,2 Marlon Rojas-López,1 Raúl Delgado-Macuil,1 Joel Díaz-Reyes,1 and Rosario Ruiz1

1 Instituto Politécnico Nacional, Centro de Investigación en Biotecnología Aplicada, Carretera Estatal Santa Inés Tecuexcomac-Tepetitla Km. 1.5, Tepetitla de Lardizábal, Tlaxcala, 90700, México, telephone and fax (52) 248 48 70762.
2 Colegio de Estudios Científicos y Tecnológicos del estado de Tlaxcala, calle Reforma No. 10, Tlatempan Apetatitlán, Apetatitlán de Antonio Carvajal, 90610, Tlaxcala.
myrobatlx@yahoo.com.mx

Received February 9, 2011; accepted May 18, 2011

Abstract. Whey is produced during cheese manufacture, some of its constituents are lactose and proteins. In different countries such constituents are separated for use as raw material; some of the processes to separate these components are by ultra and nano-filtration, however most common methods for the determination of lactose and proteins are not accurate. This paper shows that infrared spectroscopy is a good alternative for the quantification of lactose and proteins after ultra- and nano-filtration processes. Linear calibration curves were obtained with this analytical technique for aqueous solutions containing lactose or protein in the range 0 to 20%; after 20% lactose, the solution becomes saturated. Infrared spectroscopy is a rapid and precise method that could be successfully used to quantify these compounds and follow the ultra- and nano-filtration process applied to purify lactose and proteins from whey.

Keywords: FT-IR, lactose, proteins, whey, ultra-filtration, nano-filtration.
4000 and 400 cm$^{-1}$ (MIR), is especially attractive because measurements in this range provide direct information concerning the specific constituents in the sample, as well as their characteristic molecular structure. In particular, Fourier transform infrared (FT-IR) spectroscopy in attenuated total reflectance (ATR) sampling mode is commonly used by specializing laboratories in milk analysis to obtain information related to composition and conformation of their components. However, this is an indirect method that requires instrument calibration with milk samples that have reference values established by reference chemistry methods [13-14].

The aim of this research was to apply and validate ATR-FT-IR spectroscopy in the middle infrared spectral region, for monitoring lactose and proteins in each step of the recovery of the whey components from UF and NF techniques.

**Results and discussion**

**Calibration curves**

In order to demonstrate that infrared spectroscopy can be used to determinate the lactose concentration during the UF and NF processes, a calibration curve was prepared by measuring aqueous solutions of lactose at different concentrations in triplicate. Calibration curve was acquired using FT-IR integrated intensities obtained from several dilutions of lactose. Fig. 1 shows the FT-IR spectra of lactose in the interval 1220-800 cm$^{-1}$. All these spectra correspond to lactose aqueous solutions at concentrations from 1 to 45%. Fig. 2 shows the integrated intensity values of the FT-IR absorption (in the 1190-930 cm$^{-1}$ region) plotted as a function of lactose content and fitted by means of a linear regression. The integrated intensity values for solutions with less than 20% lactose showed a linear dependence according to equation 1:

$$Y = 0.55X - 0.26$$

— Where, $Y$ is the integrated intensity, and $X$ is the lactose concentration.

However above this concentration (from 20 to 45%), the solution was saturated and the infrared absorption intensity did not change anymore, as shown in Fig. 2.

NF permeate samples have a too small quantity of lactose that cannot be determined using the curve of Fig. 2. This fact is illustrated in Fig. 3, where the FT-IR spectra of solutions containing 1 and 2% of lactose are compared with the NF permeate samples. As observed the spectra of samples from NF process have the lower intensity in the lactose region. Therefore, equation 1 was used to calculate lactose only during the UF process.

A similar procedure was followed for the determination of protein. FT-IR spectrum of protein has well defined signals in the 1700-1481 cm$^{-1}$ region. Fig. 4 shows the protein FT-IR spectra acquired from aqueous solutions of protein at several concentrations, from 1 to 20%. The integrated intensity values of FT-IR absorption were correlated with the protein content and the experimental dependence was fitted with a linear regression (see Fig. 5). The region between 1700 and 1480 cm$^{-1}$
was chosen for obtaining the integrated intensity values, which showed a linear dependence with protein content according to equation 2:

\[ Y = 0.57X + 0.051 \]  

— Where, \( Y \) is the integrated intensity, and \( X \) is the protein concentration.

**Whey**

First of all, ten samples of fresh whey were analyzed with Milkoscan S-54B equipment; Table 1 shows the content of proteins and lactose in the fresh whey. The composition for both compounds is similar to that reported by Armstrong [15], who found a content of 0.8% protein and 4.9% lactose. This analysis shows that whey has an important quantity of proteins and lactose to consider its purification.

**Ultra-filtration and nano-filtration of whey**

Figure 6 shows the FT-IR spectrum of UF (continuous line) and NF retentate (dotted line), where the well-defined signals in the 930-1190 cm\(^{-1}\) region correspond to lactose, and signals in 1500-1700 cm\(^{-1}\) are associated to the amide group. According to results calculated via equations 1 and 2, when the UF process occurs lactose concentration in the retentate is lower and when NF process occurs, proteins concentration is now lower. Changes in concentration of lactose and proteins are clearly observed in the infrared spectrum, showing that FT-IR technique is sensible to changes produced during the ultra and nano-filtration. Table 2 shows the concentrations of lactose and proteins in the different fractions. Analysis of UF retentate showed that proteins were more concentrated in this fraction, but some lactose was also retained; whereas, after NF, almost 100% of remaining lactose was retained, as well as the residual proteins of small molecular weight. Permeate of NF did no reported protein or lactose in significant amounts.

**Table 1.** Composition of fresh whey (n = 10).

<table>
<thead>
<tr>
<th>Component</th>
<th>Percentage ± standard deviation</th>
</tr>
</thead>
<tbody>
<tr>
<td>Protein</td>
<td>1.26 ± 0.35</td>
</tr>
<tr>
<td>Lactose</td>
<td>5.48 ± 0.71</td>
</tr>
</tbody>
</table>

**Table 2.** Calculation of lactose and protein in the different fractions

<table>
<thead>
<tr>
<th>Process</th>
<th>Lactose: % Lactose(^1)</th>
<th>Protein: % Protein(^2)</th>
</tr>
</thead>
<tbody>
<tr>
<td>UF retentate</td>
<td>2.04</td>
<td>3.261</td>
</tr>
<tr>
<td>NF retentate</td>
<td>3.93</td>
<td>0.698</td>
</tr>
<tr>
<td>NF permeate</td>
<td>—</td>
<td>0.137</td>
</tr>
</tbody>
</table>

\(^1\) Calculated using \( Y = 0.55X - 0.26 \); \(^2\) Calculated using \( Y = 0.57X + 0.051 \).
Conclusions

FT-IR spectroscopy was used to monitor the lactose and proteins concentration, during the UF and NF of whey. In particular, infrared spectroscopy was very useful to measure vibrational frequencies of lactose and proteins in order to quantify them. The proposed FT-IR method has some advantages over other methods, FT-IR is a rapid and precise analytical technique, the non-necessity of reagents and the ease of use. The values obtained by FT-IR did not depend on the analyst like in colorimetric methods; also is capable to detect both components of whey, in the range necessary for the daily industry.

Experimental details

Sample of whey

Whey was obtained from a dairy factory in Tlaxcala, Mexico; ten samples were analyzed with a MilkoScan (S-54B, FOSS Electric A/S, Hillerøed, Denmark) equipment to evaluate the initial content of protein and lactose, results are reported as an average.

Calibration curves

Serial dilutions of lactose reagent purchased from Sigma-Aldrich were prepared in triplicate considering aqueous solutions at 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 15, 20, 25, 30, 35, 40 and 45% lactose; solutions were measured by FT-IR to make a calibration curve for the determination of lactose concentration in the studied samples.

Bovine serum albumin from Sigma-Aldrich was used to prepare serial dilutions at 1, 2, 6, 12 and 20% protein in triplicate; these solutions were analyzed by FT-IR to make a calibration curve for the determination of protein concentration in samples.

Ultra-filtration process

Whey was ultra filtered using a multi-step equipment NIRO (RO, model R, GEA, Wisconsin, EUA), at an inlet pressure 5.5 kg/cm², whey flux 9.31 L/s, inlet pressure 53.4 lb/in², temperature 25-45 °C, air pressure 80 psig and using a 10 KDa membrane. After this process, permeate (no retained by the membrane) was then processed by NF. Retentate (part retained by the membrane) was analyzed with FT-IR.

Nanofiltration process

The permeate material from UF was processed by NF. This procedure was carried out by using a NF CETA equipment at flux 1.2 L/min, work pressure 100 psi, temperature 35 °C and using a 0.2 KDa membrane. The retentate and permeate samples were kept to be analyzed with FT-IR.

FT-IR measurements of lactose and proteins from whey

Samples of lactose and proteins from UF and NF process were analyzed with a FT-IR (Bruker model Vertex 70) in ATR sampling mode; using an integration time of 300 seconds to acquire the infrared vibration spectra in the middle region (4000-400 cm⁻¹).

Acknowledgements

Ogiver Teniza had a fellowship from CONACyT. Authors thank Timothy D. Landry (Peace Corps/SEMARNAT) for his technical help.

References